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Reply to Office Action of March 5, 2009 Docket No. 5569/79076 

LISTING OF CLAIMS 

The listing of claims below replaces all prior versions, and listings, of claims in the 
application: 

1 . (Currently amended) An entry control system for permitting authorized users 
to access a controlled area by moving a barrier, comprising: 

a close button, the close button producing a close signal whenever the close button is 
actuated by a user; 

an entry request device for accepting a user authorization code; 

a controller operably and wirelessly coupled to the entry request device and the 
close button and having an output, 

such that the controller receives and authenticates the user authorization code and 
wherein the close button and the entry request device are disposed in a housing, and the 
receipt of the close signal from the close button automatically causes the controller to issue a 
close barrier signal at the output in order to close the barrier without the need to authenticate 
any user authorization code and without consideration of alt e rnativo actions or maint e nanc e a 
length of time of actuation of the close button to effect closure of the barrier. 

2. (Previously presented) The system of claim 1 comprising a barrier operator 
communicatively coupled to the controller at the output, the barrier operator receiving the 
close barrier signal. 

3. (Cancelled) 

4. (Previously presented) The system of claim 1 wherein the entry request 
device is a keypad. 

5-6. (Cancelled) 

7. (Previously presented) The system of claim 1 wherein the close button 
changes function after a predetermined time period. 
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8-10. (Cancelled) 

1 1 . (Currently amended) An entry control system for permitting authorized users 
to access a controlled area by moving a barrier, comprising: 

a close button, the close button generating a close signal whenever the close button 
is actuated; 

an entry request device for accepting a user authorization code; 

a controller operably and wirelessly coupled to the entry request device and the 
close button and having an output, 

such that the controller receives and authenticates the user authorization code and 
wherein the close button and the entry request device are disposed in a housing, the receipt of 
a close signal from the close button automatically causes the controller to issue a close barrier 
signal at the output in order to close the barrier without the need to authenticate any user 
authorization code and without consideration of alternativ e actions or maint e nanc e a length of 
time of actuation of the close button to effect closure of the barrier, and the close signal 
received from the close button is caused by the actuation of the close button by any user. 

12. (Previously presented) The system of claim 1 1 comprising a barrier operator 
communicatively coupled to the controller at the output, the barrier operator receiving the 
close barrier signal. 

13. (Cancelled) 

14. (Original) The system of claim 1 1 wherein the entry request device is a 

keypad. 

15-16. (Cancelled) 

17. (Previously presented) The system of claim 1 1 wherein the close button 
changes function after a predetermined time period. 
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18. (Previously presented) The system of claim 1 7 wherein the close button 
changes to a stop button. 

19-20. (Cancelled) 

2 1 . (Previously presented) The system of claim 1 1 wherein the generation of the 
close barrier signals is delayed for a predetermined time after the actuation of the close 
button. 
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